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BELL OF FITTING
WITH PUSH-ON JOINTS

/\ End-line connection for

PVC AND CAST IRON water main

1" back of curb

or sidewalk ;

In-line connection toc main

/— Valve assembly anclosure

2-12"
Thercaded -
plug

I |

/ Hinged Point
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Na. 741

o /—" Corparation stop

Water Mamn o [
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FITTINGS AND PARTS: ™

f/,_/\—NCGncrete anchor Diock with capped
end per Standard Drawing No, 706

End-line connection for welded steel water main

Refer to STD. #7048 for detail of 2ach type of material

ITEM NG, Blow Off Assembly
A, Service Saddle Mueller BRZB
B. Corporation Stop Mueller H-15025
C. Tubing Copper Tubing Type "K" Soft
O, PVC Sleeves 3" PVC, Class 200
E. Copper Coupling Muller H-15425
F. Brass Gate Valve Steckham B-103 or Wats WGV-1
K. Bushing Insulating 2-1/2" x 2"
L. Plug - C.ILR.T. 8" x 2-1/2" far

rubber ring push-on joint

= Or approved equal

NOTES:

NS PV O

Valve assembiy enclosure shall be per City Standard Drawing No. 741, Type L,
Use same diameter tubing as that required by the size of the air & vacuum release valve,
Tubing shall be installed a minimum of 3' deep at the lip of the gutter.
Refer to STD.#706 for detail of each type of material.
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